PARTS AND HARDWARE

Before starting assembly, verify all parts are included and undamaged. If any parts are missing or damaged, DO NOT return the damaged item to your dealer; contact Sanus. Do not use damaged parts.

WARNING: CHOKING HAZARD — This product contains small items that could be a choking hazard if swallowed.

NOTE: Not all hardware included in this kit will be used.

INCLUDED IN BOX

- 1 Wall Template
- 1 Wall Plate with Lock
- 3 Screws (#10 x 1-3/4")
- 3 Cabinet Screws (#10 x 3/4")
- 2 Screws (1/4-20 x 3/8")
- 1 Cable Management Bracket
- 1 Knob Assembly
- 3 Anchors

NOT INCLUDED

- Sonos® Amp™
- Cables

IMPORTANT SAFETY INSTRUCTIONS. READ ENTIRE MANUAL PRIOR TO USE. SAVE THESE INSTRUCTIONS

This mount is designed to support Sonos® Amp™.

Amp Weight Limit

DO NOT EXCEED

6 lbs.
(2.72 kg)

Before getting started, let’s make sure this product is perfect for you!

CAUTION: To avoid potential personal injuries and property damage:

- Check your Sonos® Amp™ owner’s manual to see if there are any special requirements for mounting your Sonos® Amp™.
- Please read through these instructions completely to be sure you’re comfortable with this easy install process.
- Do not use this product for any purpose not explicitly specified by manufacturer.
- Manufacturer is not responsible for damage or injury caused by incorrect assembly or use.
- The wall must be capable of supporting five times the weight of the Sonos® Amp™ and mount combined.
- If you do not understand these instructions or have doubts about the safety of the installation, assembly or use of this product, contact Customer Service.

Tools Needed

- Pencil
- Level
- Screwdriver
- Electric Drill
- Wrench or Screwdriver
- STUD Finder
- Drill Bit: 1/4" (6.5 mm) for Masonry, 1/8" (3 mm) for Wood
- Stud Finder
- Wrench: 1/4", 3/16"
- Drill Bit: 1/4" (6.5 mm) for Masonry
ASSEMBLY AND INSTALLATION STEPS

1. Use wall template to mark holes

2. Mount plate to wall or cabinet by pre-drilling holes and inserting proper hardware.

3. Adjust to assure mount is level

4. Screw in support knob

5. Slide knob onto wall plate

6. Push lever toward wall and slide up to lock into place

7. Attach cables to amp

8. (Optional) Attach the cable management bracket and secure cables into slots

REMOVING AND ADJUSTMENTS

Unlock and slide amp up

Loosen screws, level and tighten